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Specification and General Notes:
1. Manhole design/manufacture to ASTM C478M & CSA A257.3 Specification.
2. Concrete testing to ASTM C497/CSA 23.1 & 2-09.
3. Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5.
4. Gasket to ASTM C-443 specmcohon (by others).
5. Concrete cover to be Min.25mm.
6. All dimensions to be milimeter,
7. Welded wire mesh overlap to be 300mm.
8. Manhole design and construction to MMCD manhole specification section 02725.
9. Manufacturing tolerance fo be +/- 5mm.
10. Concrete Exposesure Class to be A-3.
11. Min. Stripping Strength to be 15MPa.
12. All Form Finish to be Standard Grade.
13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish.
14. Lifting cable and accessaries to meet the strength requirement in lifting detail.
15. Hoisting and Rigging system to meet WORK SAFE BC OHS Regulation Guideline Part 14/15
Description: Drawn : Date : Catalog No.
- AM 16/09/2014
@ 762 ID Donut Round Opening Female , ——30DL-MOT
Aproved : Load Rating:
PRECAST CONCRETE 30"ID Donut Round Opening Female #409 N/A bwg. No.
Rev. No. Scale :
Project: As Shown 30 13
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Specification and General Notes:

1. Manhole design/manufacture to ASTM C478M & CSA A257.3 Specification.

2. Concrete testing to ASTM C497/CSA 23.1 & 2-09.

3. Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5.

4. Gasket to ASTM C-443 specification (by others).

5. Concrete cover fo be Min.25mm.

6. All dimensions to be milimeter.

7. Welded wire mesh overlap to be 300mm.

8. Manhole design and consfruction to MMCD manhole specification section 02725.
9. Manufacturing tolerance fo be +/- 5mm.

10. Concrete Exposesure Class to be A-3.

11. Min. Stripping Strength fo be 15MPa.

12. All Form Finish to be Standard Grade.

13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish.

14. Lifting cable and accessaries to meet the strength requirement in lifting detail.
15. Hoisting and Rigging system to meet WORK SAFE BC OHS Regulation Guideline Part 14/15

Description: Drawn : Date : Catalog No.
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PRECAST CONCRETE 30"ID x 36"H Riser T&G #1160 N/A Dwg. No.
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Specification and General Notes:
1. Manhole design/manufacture to ASTM C478M & CSA A257.3 Specification.
2. Concrete testing to ASTM C497/CSA 23.1 & 2-09.
3. Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5
4. Gasket to ASTM C-443 specification (by others).
5. Concrete cover to be Min.25mm.
6. All dimensions to be millimeter.
7. Welded wire mesh overlap to be 300mm.
8. Manhole design and construction to MMCD manhole specification section 02725.
9. Manufacturing tolerance to be +/- 5mm.
10. Concrete Exposesure Class to be A-3
11. Min. Stripping Strength to be 15MPa
12. All Form Finish to be Standard Grade
13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish
14. Lifting cable and accessaries to meet the strength requirement in lifting detail
15. Hoisting and Rigging system to meet WORK SAFE BC OHS Regulation Guideline Part 14/15
Description: Drawn : Date : Catalog No.
D, 11/08/2014
DI @ MON D 762ID x 914H Sump TT : 3036B-MOT,
Aproved : Load Rating:
PRECAST CONCRETE 30"ID x 36"H Manhole Base 1477 # W Dwg. No.
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SECTION 582 CONCRETE CURB AND GUTTER AND STORM DRAINAGE
PRECAST REINFORCED CONCRETE CATCH BASIN SP582—-02.01
| &
CATCH BASIN FRAME — N CURB & GUTTER.
SEE SP582—01.01
& SP582—01.02
\E
N
L
]
4 : H?: +——| 580 —{ j }
|
b/
GALVANIZED RODS L
FOR SPACING c/c y
SEE DIMENSION 'E* i
IN TABLE SP582-05.06 FOR DEPRESSED GUTTER
TRAPPING HOOD / DETAILS SEE SP582—05.05

BRICK & GROUT TO
ADJUST SLOPE OF CATCH
BASIN FRAME TO MATCH
DEPRESSED FINISHED
GRADE

FINISHED GRADE

CATCH BASIN FRAME
SEE SP582-05.03

+¢ . =—— CURB

PRECAST CONCREI'E
CATCH BASIN LID.

2-16 mm ¢ x 200 mm
LONG GALVANIZED RODS
(c/w 10 mm BEND
UPWARD)

65

OUTLET ENTRY BY CONTRACTOR
OR PRE-CORED BY SUPPLIER.
OUTLET PIPE TO BE GROUTED IN.

300

100

MINIMUM

SEE SP582-05.06

TRAPPING HOOD —/ *

BY SUPPLIER OR
CAST IN PLACE BY
CONTRACTOR.

NOTES;

3.CATCH BASIN LID TO WITHSTAND HS 20
NOT TO SCALE

BASE — PREFABICATED JF*?SO I.D.———=

%

930 0.D.

SECTION /A
O/

1.ALL CAST IN PLACE CONCRETE TO BE CLASS ‘A’ (SEE SECTION 218).
2.ALL PRECAST WORK TO CONFORM TO ASTM C 478M.

LOADING.

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED

Ministry of
Transportation
& Infrastructure

BRITISH
M@gp COLUMBIA

BC MoT

Nov. 1, 2011
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Bill of Materials
Specification and General Notes: Ttem Description Vol. m3 A mz Mas. Kg | Qty.
Manhole design/manufacture to ASTM C478M Specification. 1 Concrete 0.24 - | 67051 | —

Concrete testing to current version of ASTM C497/CSA 23.1 & 2.

Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5
Gasket to ASTM C-443 specification (by others). 2 ¢1" LIFTING HOLES - - - 3
Concrete cover to be Min.25mm.

All dimensions to be millimeter.

Welded wire mesh overlap to be 300mm.
Manhole design and construction to MMCD manhole specification section 02725. 3 10M DOWEL H300 V300 - - 3.80 4
Manufacturing tolerance to be +/- 5mm.
10. Concrete Exposesure Class to be A-3
11. Min. Stripping Strength to be 15MPa

WLRONOUI AWM

¢ 6.36mm HOOP STEEL

12. All Form Finish to be Standard Grade 4 _ _ 6.88 >
13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish 05 203X102 _ _ _ _
14. Lifting cable and accessaries to meet the strength requirement in lifting detail 5
15. Hoisting and Rigging system to meet WORK SAFE BC OHS Regulation Guideline Part 14/15
Description: Drawn : Date : Catalog No.
DN, 07/20/2015
DI @ MON D 762ID x 914H Sump TT , 3036B-MOT|
Aproved : Load Rating:
PRECAST CONCRETE 30"ID x 36"H Manhole Base 1475 # o A Dwg. No.
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Project: A As Shown 30'04
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Specification and General Notes: N N
1. Manhole design/manufacture fo ASTM C478M & Specification. Bill of Materials
2. Concrete testing to current version of ASTM C497/CSA 23.1 & 2. 3
3. Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5. Item Description Vol.m™| A. n‘? Mas. Kg| Qty.
4. Gasket to ASTM C-443 specification (by others).
5. Concrete cover fo be Min.25mm. 1 Estimated Concrete 0.21 - 498 -
6. All dimensions to be milimeter. .
7. Welded wire mesh overlap to be 300mm.
8. Manhole design and construction fto MMCD manhole specification section 02725. 2 1" LIFTING HOLES - - - 3
9. Manufacturing tolerance fo be +/- 5mm.
10. Concrete Exposesure Class to be A-3.
11. Min. Stripping Strength to be 15MPa. 3 @ 6.36mm HOOP STEEL - - 8.26 5
12. All Form Finish to be Standard Grade.
13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish.
14. Lifting cable and accessaries fo meet the strength requirement in lifting detail.
15. Hoisting and Rigging system fo meet WORK SAFE BC OHS Regulation Guideline Part 14/15
Description: Drawn : Date : Catalog No.
H D.N.
DI @ MON D 762 ID X 914 H Riser T&G 07202015 3036R-MOT|
Aproved : Load Rating:
PRECAST CONCRETE 30"ID x 36"H Riser T&G #1096 vaw. NA Dwg. No.
Rev. No. Scale :
Project: A As Shown 30-07
This drawing is th f th Sheet No.
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Specification and General Notes: Bill of Material
1. Manhole design/manufacture to ASTM C478M Specification. 11l of Materials
2. Concrete testing to current version of ASTM C497/CSA 23.1 & 2. . 3 rr12
3. Min. concrete compressive strength 30 MPa with Max. W/C ratio of 0.5. Item Description Vol.m”| A.nf|Mas. Kg| Qty.
4. Gasket to ASTM C-443 specification (by others).
5. Concrete cover to be Min.25mm. 1 Estimated Concrete 0.066 | - 1546 | -
6. All dimensions to be milimeter.
7. Welded wire mesh overlap to be 300mm. o . 2 10M Steel Reinf. 2.37 4
8. Manhole design and construction to MMCD manhole specification section 02725. - - -
9. Manufacturing folerance to be +/- 5Smm. OM Steel Reinf 1.82
10. Concrete Exposesure Class to be A-3. 3 10M Steel Reinf. - - i 4
11. Min. Stripping Strength to be 15MPa.
12. All Form Finish to be Standard Grade. 4 @ 6.36mm Hoop Ring - - R 1
13. All Unformed Finish to be Steel Trowelled Finish or Wood Float Finish.
14. Lifting cable and accessaries fo meet the strength requirement in lifting detail. .
15. Hoisting and Rigging system to meet WORK SAFE BC OHS Regulation Guideline Part 14/15 5 94.8 mm Steel Lifting lug - - : 2
Description: Drawn : Date : Catalog No.
H AM 07/20/2015
@ 762 ID Donut Round Opening Female : ———30DL-MOT
Aproved : Load Rating:
. V.W.
PRECAST CONCRETE 30"ID Donut Round Opening Female #340 H20 RATED g No.
Rev. No. Scale :
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