DIAMOND

PRECAST CONCRETE &
MUNICIPAL CASTINGS AZ3. A - 00 PLATINUM

ASTM CaTh FEOS EOITION

OIL INTERCEPTORS

IN 3 SIZES: TYPE 1, TYPE 355, & TYPE 2

_ Galvanized Steel Baffles Pre-Installed | 2 x 25" [635mm] Dia Openings

Internal Dimensions 58"L x 26"W x 39"H [1473 x 660 x 991mm]
Lid Dimensions 65"L x 32"W x 7"H [1630 x 810 x 175mm)]

m Galvanized Steel Baffles Pre-Installed | 2 x 25" [635mm] Dia Openings

Internal Dimensions B1"L x 37"W x 65"H [1549 x 939 x 1650mm]
Lid Dimensions 70"L x 46"W x 8"H [1778 x 1168 x 200mm]

_ Galvanized Steel Baffles Pre-Installed | 2 x 25" [635mm] Dia Openings

Internal Dimensions 96"L x 36"W x 65"H [2423 x 914 x 1650mm]
Lid Dimensions 106"L x 47"W x 8"H [2690 x 1195 x 200mm]
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http://DIAMONDPRECAST.COM/wp-content/uploads/2015/11/OIL-INTERCEPTORs.pdf

